8. REFERENCES


Barnes, C. M., 1989, “*Evaluation of Cover and Drainage Improvements for Interim Stabilization of the Subsurface Disposal Area at the INEL RWMC*,” EDF BWP-SC-03, Rev. 0, Idaho National Engineering Laboratory.


Fjeld, Robert J., John T. Coates, and Alan W. Elzerman, 2000, *Final Report, Column Tests to Study the Transport of Plutonium and Other Radionuclides in Sedimentary Interbed at INEEL*, INEEL/EXT-01-00763, Rev. 0, prepared by the Department of Environmental Engineering and Science, Clemson University, Clemson, South Carolina, for the Idaho National Engineering and Environmental Laboratory.


INEEL, 1997, *Revised Scope of Work for Operable Unit 7-13/14 Waste Area Group 7 Comprehensive Remedial Investigation/Feasibility Study*, INEL-95/0253, Rev. 1, Idaho National Engineering and Environmental Laboratory.


INEL, 1993, *Decision Documentation Package for Operable Unit 7-03 Non-TRU Pits and Trenches*, Administrative Record No. 5592, Idaho National Engineering Laboratory.

INEL, 1993, *Decision Documentation Package for Operable Unit 7-09 TSA Releases*, Administrative Record No. 5689, Idaho National Engineering Laboratory.


INEL, 1994, *Operable Unit 7-07 Vadose Zone Rad/Metals Track 2 Preliminary Scoping Package*, Administrative Record No. 10004, Idaho National Engineering Laboratory.


Josten, Nicholas E., 2005, *Type A Nuclear Logging Data Acquisition and Processing for Operable Units 7-13/14 and 7-10*, INEEL/EXT-02-00558, Rev. 2, Idaho National Laboratory, Idaho Cleanup Project.


Kozak, Dr. Matt, Dr. Man-Sung Yim, and Dr. Terry Sullivan, 2003, Independent Peer Review of Source-term Modeling for the INEEL Subsurface Disposal Area, ICP/EXT-03-00081, Rev. 0, prepared by Brookhaven National Laboratory for Idaho National Engineering and Environmental Laboratory.


Leecaster, Molly K., 2002, Geostatistic Modeling of Subsurface Characteristics in the Radioactive Waste Management Complex Region, Operable Unit 7-13/14, INEEL/EXT-02-00029, Rev. 0, Idaho National Engineering and Environmental Laboratory.


Leecaster, Molly K., L. Don Koeppen, and Gail L. Olson, 2003, Determination of Background Uranium Concentration in the Snake River Plain Aquifer under the Idaho National Engineering and Environmental Laboratory’s Radioactive Waste Management Complex, INEEL/EXT-03-00367, Rev. 0, Idaho National Engineering and Environmental Laboratory.

Leecaster, Molly K. and Larry C. Hull, 2004, Spatial Distribution of Neptunium and Uranium Partition Coefficients (Kd) for Interbed Sediments at a Radioactive Waste Subsurface Disposal Area, ICP/EXT-03-00088, Rev. 0, Idaho National Engineering and Environmental Laboratory, Idaho Completion Project.


Little, Marianne, Joan K. McDonald, Jon D. Grandy, Michael L. Carboneau, Andrea G. Chambers, Shannon C. Flynn, L. Don Koeppen, and John A. Logan, 2001, A Comprehensive Inventory of Radiological and Nonradiological Contaminants to Be Buried or Projected to Be Buried in the Subsurface Disposal Area of INEEL RWMC During the Years 1984 to 2003 Supplement, INEL-95/0135 Supplement, Rev. 0, Idaho National Engineering and Environmental Laboratory.

Litus, Marty and Jerry P. Shea, 2005, Summary of Cleanup at the Idaho National Laboratory Site, ICP/EXT-05-00806, Rev. 0, Idaho National Laboratory, Idaho Completion Project.


Lugar, R. M. 1994, *Track 1 Investigation for TSA Releases—Additional Activities Should Be Initiated for This Site*, Administrative Record No. 5689, Idaho National Engineering Laboratory.


McElroy, Deborah L. and Joel M. Hubbell, 2003, Advanced Tensiometer Monitoring Results from the Deep Vadose Zone at the Radioactive Waste Management Complex, INEEL/EXT-02-01276, Rev. 0, Idaho National Engineering and Environmental Laboratory.


Rood, S. M., G. A. Harris, and G. J. White, 1996, Background and Dose Equivalent Rates and Surficial Soil Metal and Radionuclide Concentrations for the Idaho National Engineering Laboratory, INEL-94/0250, Rev. 1, Idaho National Engineering Laboratory.


Salomon, Hopi, 2003, *Field Sampling Plan for the Disposition of Drill Cuttings Generated from the Operable Unit 7-08/Monitoring and Extraction Well Installation Project*, INEEL/EXT-02-00903, Rev. 0, Idaho National Engineering and Environmental Laboratory.


Shaw, Peter, 2004, “Grout Selection Criteria and Recommendation for the OU 7-13/14 In Situ Grouting Project,” EDF-5333, Rev. 0, Idaho National Engineering and Environmental Laboratory, Idaho Completion Project.


USFWS, 1996, Letter from the U.S. Fish and Wildlife Service to T. Reynolds, Environmental Science and Research Foundation, April 1996, SP# 1-4-96-SP-185, update to SP# 1-4-95-SP-255, File #506.0000.

USFWS, 1997, Letter from the U.S. Fish and Wildlife Service to T. Reynolds, Environmental Science and Research Foundation, July 1997, SP# 1-4-97-SP-242, update to 1-4-96-SP-185, File #506.0000.


Vigil, M. J., 1988, Estimate of Water in Pits during Flooding Events, EDF-BWP-12, Idaho National Engineering Laboratory.


