<table>
<thead>
<tr>
<th>Waste Stream Code</th>
<th>Portion in Waste Stream (%)</th>
<th>Inventory (g)</th>
<th>Waste Stream Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>RFO-DOW-15H</td>
<td>100.0</td>
<td>9.87E+07</td>
<td>Series 743 sludge (organic)</td>
</tr>
<tr>
<td>Total tetrachloroethylene</td>
<td>100.0</td>
<td>9.87E+07</td>
<td></td>
</tr>
</tbody>
</table>

Figure 4-113. Plan view and three-dimensional views of tetrachloroethylene detections in aqueous samples in the vadose zone and aquifer.
Figure 4-114. Three-dimensional views of tetrachloroethylene in soil gas in the vadose zone.
Waste streams containing trichloroethylene.

<table>
<thead>
<tr>
<th>Waste Stream Code</th>
<th>Portion in Waste Stream (%)</th>
<th>Inventory (g)</th>
<th>Waste Stream Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>RFO-DOW-15H</td>
<td>99.6</td>
<td>8.92E+07</td>
<td>Series 743 sludge (organic)</td>
</tr>
<tr>
<td>Miscellaneous</td>
<td>0.4</td>
<td>4.07E+05</td>
<td>Other Rocky Flats Plant waste</td>
</tr>
<tr>
<td>Total trichloroethylene</td>
<td>100.0</td>
<td>8.96E+07</td>
<td></td>
</tr>
</tbody>
</table>

Figure 4-115. Plan view and three-dimensional views of trichloroethylene in aqueous samples in the vadose zone and aquifer.
Figure 4-116. Three-dimensional views of trichloroethylene in soil gas in the vadose zone.
4.29 References


Housley, L. T., A. J. Sondrup, and M. D. Varvel, 2002, A Compilation of Results from Shallow Soil-Gas Surveys of the Subsurface Disposal Area for Operable Unit 7-08, INEEL/EXT-01-00026 (formerly EDF-ER-263), Rev. 1, Idaho National Engineering and Environmental Laboratory.


Housley, L. Todd, 2005, Environmental and Operational End-Year Data Report for the OU 7-08 Organic Contamination in the Vadose Zone Project-2004, ICP/EXT-05-00779, Rev. 0, Idaho National Laboratory, Idaho Completion Project.


Hull, Larry C. and Carolyn W. Bishop, 2003, Fate of Magnesium Chloride Brine Applied to Suppress Dust from Unpaved Roads at the INEEL Subsurface Disposal Area, INEEL/EXT-01-01173, Rev. 0, Idaho National Engineering and Environmental Laboratory.


Izbicki, Karen J., 1992, Comparison of the Organic Contamination in the Vadose Zone (OCVZ) Soil Gas Portable Gas Chromatography Results and Argonne National Laboratory-East Results, ERP-VVED-072, Idaho National Engineering Laboratory.


Leecaster, Molly K., L. Don Koeppen, and Gail L. Olson, 2003, *Determination of Background Uranium Concentration in the Snake River Plain Aquifer under the Idaho National Engineering and Environmental Laboratory’s Radioactive Waste Management Complex*, INEEL/EXT-03-00367, Rev. 0, Idaho National Engineering and Environmental Laboratory.


Roback, Robert C., 2003a, *Initial Report Aquifer Background Study: Summary of Uranium and Plutonium Data from INEEL Groundwater Samples*, INEEL/EXT-03-00655, Rev. 0, Idaho National Engineering and Environmental Laboratory.


Salomon, Hopi, 2003, *Field Sampling Plan for the Disposition of Drill Cuttings Generated from the Operable Unit 7-08/Monitoring and Extraction Well Installation Project*, INEEL/EXT-02-00903, Rev. 0, Idaho National Engineering and Environmental Laboratory.


